
Delivery Specifications
 - Submit your files as PDF.
 - Use CMYK colours.
 - Please allow 10 mm bleed on all sides of your image for fabric.
 - Please allow 5 mm bleed on all sides of your image for Shell Scheme panels, stickers, etc.
 - Please allow a safety margin of at least 70 mm.
 - The files should not contain crop or register marks or any other kind of service marks.
 - The resolution of images should be at least 150 dpi on final format.
 - Text should be converted to contours or submit all fonts to be used.
 - If the design accommodates a full wrap image, deliver the whole image as one and not divided into separate files. 

Thijs Standbouw provides you a print preview.
 - Enlarging images to the correct resolution rarely gives a good result. Bad input is bad output, especially when printing 

in large format.

Thijs Standbouw is not responsible for licenses. When you use an image, you are expected to have the appropriate 
rights.

Points of attention colours:
 - Use CMYK colours.
 - PMS colours must be converted. Always embed the profiles used in the file. ln case there is no profile embedded, add 

Adobe RGB 1998 to RGB files and Euroscale Coated V2 to CMYK files.
 - Transparencies and overprint should be flattened.
 - Some colours are difficult to replicate in CMYK, like gold and silver.
 - For the best results gradients should be created in Photoshop (150 dpi at a layout 1:1). Colour gradients created in 

other programs may result in strokes.

Points of attention file types:
 - Supplied files will be checked for usability and quality.
 - It’s your responsibility the layout and content is correct.
 - In addition to PDF, the following file formats can be processed: JPEG, TIFF, AI or EPS files.
 - EPS is not necessarily a vector file, it is a script that describes the file. A correct EPS file can be enlarged without loss 

of quality.
 - File formats as Word, Power Point, Excel etc. are not suitable for production.
 - Please deliver files without hidden layers and/or items outside the print format.

Look at the following pages for dimensions of our Shell Scheme and Matrix. 



Explanation of designations 

1 image over 1 m panel
Dimensions to be supplied: 992x2322 mm

Dimensions to be supplied for a 2 m wall: 1992x2322 mm
Dimensions to be supplied for a 3 m wall: 2992x2322 mm
Dimensions to be supplied for a 4 m wall: 3992x2322 mm
Dimensions to be supplied for a 5 m wall: 4992x2322 mm
Dimensions to be supplied for a 6 m wall: 5992x2322 mm
 -> Or a print-ready file 50%: 2996x1161 mm
Difference width 1000 mm.

Dimensions Full Colour panels for Shell Scheme

Viewing area
Panel size
Bleed
File size: dimensions of the file to be 
delivered

Points of attention full wrap image:
If the design accommodates a full wrap image, deliver the whole 
image as one and not divided into separate files.

The same applies to corner- and middle stands; if the design 
accommodates a full wrap image over the back- and side walls, 
please deliver the whole image as one and not divided into 
separate files.

Thijs Standbouw provides you a print preview.



Dimensions fabric for Matrix

Fabric over 1 frame
Dimensions to be supplied: 1012x2500 mm

Dimensions to be supplied for a 2 m wall: 2004x2500 mm
Dimensions to be supplied for a 3 m wall: 2996x2500 mm
Dimensions to be supplied for a 4 m wall: 3988x2500 mm
Dimensions to be supplied for a 5 m wall: 4980x2500 mm
Dimensions to be supplied for a 6 m wall: 5972x2500 mm
 -> Or a print-ready file 50%: 2986x1250 mm
Difference width 992 mm.

When using fitting frames, the widths change.

Dimensions Full Colour door for Matrix

Dimensions to be supplied: 1012x2500 mm
It depends on the type of door whether the handle is located at the left or right side.

Incl. looking glassExcl. looking glass


